[ Eco Display®]

Quicktent Eco Standard 2x2

Artnr: ET101

Viktigt!
For att vi ska kunna leverera din bestallning till dnskat leveransdatum behdver vi fa ett korrekt tryckunderlag i samband

med formell order. Tryckunderlag som ej ar korrekta medfor att vi ej kan starta produktionen, vilket kan innebara
férsenad produktion.

Tank pa foljande:

& All text méste vara vektoriserad (Fardigstallt i banor)
& Settill att alla bilder och annat material &r inbaddat (Inte lankat)
& Farger skall anges i PMS eller CMYK, se produktbeskrivning
& Bilder skall vara hdgupplésta och i minst 150-300 dpi
& Inga utfall eller skarmérken, "Artwork” ska técka hela ritytan
& Endast lagret med namnet "Artwork” ska lamnas kvar pa den slutliga tryckfilen. Ta bort alla lager forutom "Artwork”
Ytan ar produktens raformat. Slutformatet kan komma att férminskas
Total Yta / Total Area nagot i konfektionen. Tack alltid den totala ytan med ev bottenfarg, bild
eller monster.
Huvudlinje for slutformat / Key-Line Lagg information sasom loggor, texter och objekt innanfér huvudlinjen,
det &r den synliga budskapsytan.
Konfektion / Sewing-Line Den streckade linjen visar var produkten har sdmnad. Man skall undvika

att lagga text och loggor i sémmen.

Saker Yta / Safe Area Hall helst texter och loggor innanfér den streckade linjen.



TEMPLATE QUICKTENT ECO 2X2 Eco Display

Please Note: Please be aware that slight colour variation may occur in the This template | designed at a 10% scale of the final product.
All artwork is printed in CMYK colourspace. printing process from monitor output. Place artwork in the Rasterised artwork supplied at 300dpi to suit this template size is the
Please convert all PMS or RGB artwork to an equivalent CMYK breakup. designated layer of this document. minimum requirement for a high quality final print.
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TEMPLATE QUICKTENT ECO 2X2 WALLS

Eco Display.

Please Note: Please be aware that slight colour variation may occur in the This template | designed at a 10% scale of the final product.

All artwork is printed in CMYK colourspace. printing process from monitor output. Place artwork in the Rasterised artwork supplied at 300dpi to suit this template size is the
Please convert all PMS or RGB artwork to an equivalent CMYK breakup. designated layer of this document. minimum requirement for a high quality final print.
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